23 in. borehole Oto 122 ft ——————

2.6 ft stick-up

-<—— Locking cover

0to 75.0 ft —

| «<— Cement

<+—— 10.75 in. protective casing

Concrete pad (5 ft x10 ft x 12 in)

13.375 in. cemented
thin-wall casing 0 to 1050 ft

75.0to 1057.8 ft

16 in. borehole 12.2 ft to 1068.0 ft ————

Well casing: 4.5-in. ID,
5.0-in. OD, 304 stainless steel
with external couplings

i Bentonite

—<—— 18 in. cemented casing 0 to 12.2 ft

Centralizers (ft-bgs):

45
500
1066
1196
1237
1283
1296

1057.8 to 1069.6 ft ——

12.25 in. borehole 1068 ft to 1285 ft ———

1069.6 to 1186.8 ft ———»

1186.8t0 1190.7ft o
1190.7 to 1196.8 ft ——»

1196.8to 1211.6 ft ——»
1211.6 to 1211.9 ft

f_"’l <—— Cement

-<——— Bentonite

]
=

Note: Drawing Not to Scale
All depths are below ground surface

KEY TO MATERIALS USED

Concrete
Cement
Bentonite
Slough
30/70 Sand
20/40 Sand

Well Screen

<«—— Slough

| ~———— 20140 sand

Screen #1

(1200.6 ftto 1233.2ft) 1211.9 to 1240.2 ft ——»
1240.2t0 1241.2ft
1241.21t0 1271.0ft
1271.0t0 1276.3ft

1276.3t0 1281.0 ft — JL—

1281.0to 1299.0 ft — ™

Screen #2
(1286.5 ft to 1293.1 ft)

1299.0 to 1324.1 ft —>

—] =— Slough

20/40 sand
<——————— Slough

~—— Bentonite

-

30/70 sand

-
. ~——20/40 sand

1324.1to0 1327.0 ft
12.75 in. borehole 1285 ft to 1327 ft

Slough

Well TD = 1315.6 ft

Total depth drilled = 1327 ft

30/70 sand

~—— Bentonite

Slough

Note: 1. Each screen interval lists the footage of the pipe perforations, not the top and bottom of screen joints.

2. The intervals of slough consist of sands and gravel of the Puye Formation.

3. Westbay multiport sampling system (MP-55) casing not shown.

4. Pipe-based screen: 4.5-in. ID, 5.563-in. OD,304 stainless steel with s.s. wire wrap; 0.010-in. slot.

5. Well sump interval: 1293.1 to 1315.6 ft




